Y O SNG4 FIAOY Pl TR AN L
PR A T R AT EH

=Ll —

o e ﬁ —
v Ty

S —

kO _—

===

Code Inspection area, Web
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Code inspection during the inspection, deviations are highlighted F

Code Inspection area, Carton

Content-based live inspection of static and variable 1D and
2D codes.*

Simultaneous inspection of the print image and codes with
the same hardware.

Check if codes are readable or not and and benefit from
extensive analytical functions.

Q QO 0O O

Expand your print image inspection with reading of static
and variable codes, such as serialized tracking URL.

Visit us:

www.EyeC.com

*See back side for code types

EyeC - Your Vision For Quality.



EyeC ProofRunner Code Reading

YOUR BENEFITS

Numerous analysis tools availa-
QC) Easy to use & to set up ble, e.g. check the codes against

a database (CSV file)
Define as many code inspection Same cod.e reading accuracy at
any machine speed
.. 4 areas as you need
Automatic code type detection A Documentathn of the measure-
for fast setup -~ ment resuIts_; in PDF report and
=Y (CSVresults file

AVAILABLE CODE TYPES
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RSS 14 RSS expanded Codabar QR Code DataMatrix Aztec MaX|Code PDF 417

SUPER HIGH RESOLUTION (4K/8K)

Availability

ProofRunner Web ProofRunner Carton
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Original size on template: Real inspection image
5mm (100% size, 8k)

rechmical Not Visit us: F
echnical Notes:
The use of the software option can have an influence on the maximum inspection speed that can be achieved. WWW'EyeC'Com EI!'I':

The minimum requirements for the module / Z-module size of the code depends on the optical resolution of
the inspection system.
Sufficient quiet zone around code required.

EyeC - Your Vision For Quality.



